
Dimensions

2.Housing: 

Product specifications

Stainless steel SUS316l                        

Constant current output,Constant current output

Recessed LED Linear Wall Light

线性地脚灯/条形壁灯

WB1063L2βa-A3-Y-0.195M                                          WB1063L2βa-A3-Y-0.328M              

1.Front cover :                                             

12# Die-casting  grey powder coated aluminum .T=60-80µm  Adhesion of ISO class 1/ASTM class 4B high temperature painting 

3.Driver: 

Item No. Item No.

LED source

Beam angle

Input voltage

LED color

Dimmable support

CREE XPE LED source CREE XPE

35|45°,30°,40°,60° 35|45°,30°,40°,60°Beam angle

DC12V/DC24V  H05RN-F-2*1.0mm² 
AC100~240V      H05RN-F-3*0.75mm²

2200K/2700K/3000K/4000K/5000K/6000K

Step tempered glass4.Glass: 

Triac/PWM/0-10V/DALI/DMX512

Power 6.8W

Operating temperature -20℃~40℃

Luminance(lm) Warm white=400lm/ Cool white=285lm

IK rate 09

LED color 2200K/2700K/3000K/4000K/5000K/6000K

Input voltage
DC12V/DC24V  H05RN-F-2*1.0mm² 
AC100~240V      H05RN-F-3*0.75mm²

Power 12.8W

Operating temperature -20℃~40℃

IK rate 09

Luminance(lm) Warm white=578lm/ Cool white=875lm

Dimmable support Triac/PWM/0-10V/DALI/DMX512
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Cut size:W63*L195*H90mm

Cut size:W63*L328*H90mm

WB1063L2βa-A3-Y-0.195M  WB1063L2βa-A3-Y-0.328M
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UNIT:cd

C0/180,27.4

UNIT:cd

C30/210,27.0

UNIT:cd

C60/240,25.4

UNIT:cd

C90/270,25.3

AVERAGE BEAM ANGLE(50%):26.3 DEG
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1m 45.01cm1369,2215lx

2m 90.02cm342.2,553.8lx

3m 135.03cm152.1,246.1lx

4m 180.03cm85.54,138.4lx

5m 225.04cm54.74,88.60lx

6m 270.05cm38.02,61.53lx

7m 315.06cm27.93,45.21lx

8m 360.07cm21.38,34.61lx

9m 405.08cm16.90,27.35lx

10m 450.08cm13.69,22.15lx

Height Eavg,Emax DiameterAngle:25.37deg

Flux out:229.2 lm

Note:The Curves indicate the illuminated area and the average

     illumination when the luminaire is at different distance.

2.Housing: 

12# Die-casting aluminum T=20-25um, Adhesion of ISO class 1/ASTM class 4B high temperature painting                         

Constant current output,Constant current output

1.Front cover :                                             

12# Die-casting  aluminum .T=20-25µm  Adhesion of ISO class 1/ASTM class 4B high temperature painting 

3.Driver: 

Step tempered glass4.Glass: 

产品简介Product Introduction

2.灯体:316不锈钢

1.面盖:316L 不锈钢                                     

3.驱动:恒压输入

4.玻璃:高强度钢化玻璃，抗冲击耐摩擦 

5.配件:预埋盒ABS

COMPLIANT
1-10V Triac PWM DALI RGB RGBWDMX

512
IP65
OUTDOOR RATED

Mounting sleeve ABS5.Accessories: 

18 P-187P-186


